
AC LEAKAGE CURRENT 
TESTER SERIES 
Tear-drop-shaped jaws for ease of use in crowded cable areas 

CE� MODEL 2432 
(Carryi11g case included) 

[ AC0.001mA-100.0A) 

MODEL 2433 

CE 
(Carrying case included) 

AC0.01 mA-399.9,A 

• Least affected by extemal stray magnetic field.
1 mA AC max. in proximity to a 1 Smm-dia conductor carryi11g 1 OOA AC (2432)
1 OmA AC max. in proximity to a 15mm-dia conduc1tor carrying 1 OOA AC (2433)

• Frequency Selector Switch to eliminate the effect of harmonics.
• Three AC current ranges :4mA/40mA/1 OOA (2432) · 40mA/400rnA/400A (2433)
• Data hold function
• Peak hold function
• Sleep function to save battery
• Designed to international safety standard IEC61010-1 CAT. m 300V

KEWSNAP 

MODEL 2432·2433 



.LAYOUT DIAGRAM Jaw Trigger 

Transformer Jaws 

•sPECIFICAT[ONS
eAc Current Ranges (at 23±5°C ,RH85% or less) 

MODEL Range Measu ring Range Accuracy 

4mA 0-3.999mA ± 1.0%rdg ± Sdgt (50160H1:) 

40mA 0-39.99mA 
_ 2.5%rdg ± 5dgt (40-1kHz) 

2432 
100A 0-100.0A 0-80.0A 

± 1.0%.rdg ± 5dgt (50/BOHz) 

1 

± 2.5%rdg ± Sdgt (40-1kHz) 
80.1-100.0A 
± 5.0%rdg (50/60Hz) 
± 10.0%rdg (40-1kHz) 

40mA 0-39.99mA 
± 1.0%rdg ± Sdgt (50/BOHz) 

--

400mA 0-399.9mA 
± 2.5%rdg ± 5dgt (40-1kHz) 

2433 
400A 0-399.9A 0-300.0A 

± 1.0%rdg ± Sdgt (50/BOHz) 

1 

± 2.5%rdg ± 5dgt (40-1 kHz) 
300.1-3999A 
± 2.0%rdg (50/SOHz) 
± 5.0%rdg (40-1 kHz) 

Leakage Clamp Meter Series 

�KEW SNAP AC LEAKAG E MINI CURRENT TESTER 

\ti(•]l]§f'JHI AC 20mA/200mA/200A 

Range Selector/Power Switch 

Display 

LEIIUOE CURRElfl TESTE� 

Frequency Selector Swilch 

Peak Hold Switch 

Data Hold Switch 

Maximum 
Circuit Vollage 
Wilhstand Voltage 
Response 11me 
Conducfor Size 

Effect of Extemal 
Stray Magnetic Fleld 

Dimensions 

Welghl 

Power Source 

Accessories 

Op110ns 

600V AC/DG (between lin@/ neutral) 
300V AC/DG (against earthl 

3700V AC for 1 minute 
Approx. 2 seconds 
Approx. <1> 40mm 
2432 
1 mA AC max. in proximity to a 15mm-dia 
coriducto,r carrying 1 OOA AC 
2433 
1,0mA AC milx. In proxlmity fo a 15mm-dia 
conductor ca rrying 1 OOA AC 
165(L) X81 (W) X32(D)mm 
Approx. 290g (2432) 
Approx. 270g (2433) 
Two R03 or equlvalent (DC1.5V) batteries 

Carrying Gase 
1.SV R03 X2 
lnstruction Manual 

8004/8008 (Multi-Trans) 
These Multi-Trans can not be used for 
leakage current measurement 

AC LEAKAGE CURRENTTESTER 
AC 200mA/2/20/200/1 OOOA 

[ct,24) [ q>68) 

FEATURES 
· Fr�quancy Selector Sw1tch to 
ellminale lhe effoct of harmonic:s. 

· Data hold !unctlon. 
· Auto powar-off lunclion. 
Dimensions 149(L) x 6D(W) X 26( D )mm 

�I Approx.120g(batleries 1ncluded) 
l'<lwer Source 1 .SV bulton cel I type LR-44 X 2 CE 

& Safety Warnin 

FEATURES 
· Frequency Seleclor Switch to ellminate IM 

ellect of harmonics. 
· Peak hold fum;tion 
· Analogue oulpul terminal. 
Dimensions 250(L)X130(W) X50(D)mm 
Walght Approx.5709 (oattenes lncludecl) 
Power Source 6F'22(9V) X 1 CE 

Please read the "Safety Warnings" in lhe instruclion manual supplied with lhe Instrument l 
thoroughly and completely for correct use. 
Failure to follow the safety rules car, cause tlre, trouble, electrical shock, etc. 
Therefore, make sure to operate !he instrument on a correct power supply and voltage ralln,g 
marked an each lnstnumenl. 

.iThe contents of this r:atalogue may be subiec 10 change wl l1out no lce. 




